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Abbildungen kénnen von der Wirklichkeit abweichen.

Photos may differ from actual products.

HAND OPERATED WORKSHOP PRESS
HANDBETRIEBENE WERKSTATTPRESSE

Available in / Verfiighar herein
- 15TONH

- 30TONH

- B0TONH

- 100 TONH

Special versions of this press are available on request.
Auf Anfrage sind Sonderausfiihrungen dieser Presse erhéitlich.

I3 Table adjustment
Tischverstellung

E Hand pump
Handpumpe

I Set of V blocks (2 pes) capacity 15 tons a piece
V-Block-Satz (2 Stiick) Kapazitat 15 tonnen pro Stiick

Specifications / Technische Dalen
Pressure forca [kN] / Presskraft [kN]
Pressure max. [bar] / Druck max. [bar]
Cylinder stroke [mm] / Kolbenhub [mm)

Gil tank capacity [dma3] / Oltankinhalt [dm3)]
System capacity [dm3] / Inhalt der Hydraulikanlage [dm3]
Fixed cilinder / Feslem Zylinder

Molarised/hand operated / Motor-/handbetriben
Working width [mm] / Arbeitsbreite [mm|

Waight [kg] / Gewicht [kg)

Diameters / Durchmesser

Diameter of cylinder / Zylinderdurchmesser

Diameter of piston rod / Durchmesser d. Kolbenstange
Diameter of piston head / Durchmesser d. Kolbenbodens

15 TON H J0TONH 60 TON H 100 TON H
147 294 588 981
203 310 588 981
150 220 225 400
2 2 45 48
0,25 025 0,25 12
v v v v
H H H H
500 560 750 920
210 210 655 925
130 130 175 254
65 85 75 110
85 85 85




Because the job always
needs to be done.

Whenever. Where ever.
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Profi Press manual workshop presses can be used professionally for assembly
or straightening work. They are also excellent for testing workpieces.

Profi Press workshop presses are robust and built to last. The casing is made

of carefully welded quality steel sections. The hydraulic system is excellent for
precision work. The height of the work table is easy to adjust.

In short: every professional workshop should have a Profi Press.

Features

- Hand operated

- Including pressure manometer and chrome piston
- Fixed cylinder

- Automatic piston return

User manual

- Delivery straight from stock

Delivery in accordance with CE standard

Optional
- Set of V blocks

Handbetriebene Werkstattpressen von Profi Press sind professionell
einsetzbar bei Montage- oder Richtarbeiten. Daneben eignen sie sich perfekt
fiir Werkstiick-priifungen. Profi Press-Werkstattpressen sind robust gebaut.
Der Rahmen besteht aus sorgfiitig verschweiBtem Profilstanl hiichster
Qualitét. Die Hydraulik ist perfekt auf Prézisions-arbeit abgestimmt.

Der Arbeitstisch |dsst sich einfach in der Héhe verstellen.

Kurzum: jede professionelle Werkstatt solite mit einer Profi Press ausgestattet
sein.

Eigenschaften

- Handbetrieben

- Mit Druckmanometer und verchromtem, vergiitetem Keolben
- Fester Zylinder

- Automatischer Kolbenriicklauf

- Handbuch

- Sofort aus Vorrat lieferbar

- Lieferung konform CE-Norm

Option
- V-Block-Satz

Dimensions
Abmessungen [mm] |15 TON H 30TONH 60TON H 100 TON H

A N777 1983 2040 2110
B |680 840 1150 1320
C |600 750 900 900
D {500 560 750 920
E [134 200 250 300
F (880 919 1485 1660
G |120 150 150 150
H |90 174 201 174
1 |840 900 750 750
J [150 300 360 360
K 1100 180 254 254

Cylinder stroke / Kolbenhub {150 220 225 400

Other dimensions available on request.

Andere Abmessungen auf Anfrage.

H Hand operated and fixed cylinder / Handbetrieb und fester Zylinder
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